
 

1 CFM @ 80psiAir Consumption

6" - inf.

4.7" - 18.9"

4.7" - 18.9"

1000 - 2000 yds.

2" - 3"

15 Cartons/min.

80 lbs.

45.5" x 41.6" x 50.75"

661 lbs

Tape Length

Tape Width

Sealing Speed

Maximum Load

Machine Size

Shipping Weight

Power Supply 110V, 60Hz

Carton Length

Carton Width

Carton Height

BPS-T-400R Random Case Sealer 

Barrington Packaging Systems Group, Inc.  

Toll-Free: (888) 814-7999●Corporate Headquarters (847) 382-8063    

sales@bpsgusa.com • www.barringtonpackagingsystemsgroup.com 

The Barrington  
Warranty covers all 
parts and labor for a 
full two-year period. 

TECHNICAL SPECIFICATIONS 
The BPS T-400R Random Case Sealer is a top and  
side belt drive sealer that automatically adjusts  
to the size of the carton within the parameters.  
Air-driven cylinders  automatically  adjust to the 
height and width of each carton.  
Standard features include a roller top in feed 
and exit table, locking casters and top squeezers 
to keep your case square as it enters the taping 
area. 
All of these standard features, and the 
affordable price point, make the BPS T400R 
Random Case Sealer an excellent labor- saving 
value. 
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