Barrington Packaging Systems Group

Integrated Packaging Equipment, Materials, Production Services and Marketing Support

BPS-520T - BPS-720T

Flat Bottom - 4-Side Seal Packaging

Barrington Flat Bottom 4-Side Seal machines
let you create your own stand-up pouches from
roll stock film.

Features

-Side film belt with double position
correction, keeping film evenly
positioned.

- Two independent sealing cylinders.
- PLC and color touch screen.

- Registered wrap for running printed
film.

- Two year parts and labor warranty.

The Barrington
Warranty covers parts
and labor for two full
years

Technical Specifications

Model BPS-520T BPS-720T Sample Bag
Bag Seal Type Block Bottom 4-Side Seal
Max Film Width 520mm - 20.5" 720mm -28.3"
Max. Bag Length 400mm - 15.7" 450mm- 17.7"
Max. Front Width 160mm - 6.3" 220mm - 8.66"
Side Width 40-80mm - 1.57-3.15" | 40-110mm - 1.57-4.33"
Max. Packing Speed 50/min, depending on bag length
Power 220v, 60Hz, 7.5Kw
Weight 750kg 800kg
Footprint (I*w*h) 1500*1130*1900mm | 1700*1360*2250mm
59%44.5*%74.8" 66.9*53.5*88.6"
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